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RiteChoice   Ducting is a leading U.S. manufacturer of flexible ducting and 
climate control solutions for temporary and semi-permanent structures. 

ABOUT: RITECHOICE    DUCTING

(800) 612-7200 | (262) 297-8900
7265 South 1st St, Oak Creek, WI 53154

sales@ritechoiceducting.com | RiteChoiceDucting.com

Our product line includes a wide range of ducting options and accessories - in-
cluding single and double plenums, ThermoShield     Steel Panels and multiple duct 
configurations, designed to deliver efficient heating and cooling distribution.

We take pride in engineering high-quality products and delivering exceptional 
customer service, offering both expert guidance and customized solutions tailored 
to your business needs. Driven by innovation, we continually refine and optimize 
our climate control solutions to meet the demands of a diverse range of industrial 
markets. RiteChoice    Ducting is recognized throughout the U.S. and is proud to be 
a trusted name in flexible ducting. 

Some projects call for unique specifications. At RiteChoice    , we are capable of cus-
tomizing our ducts to meet your needs. Whether you need a precise length, size, 
color, or specific features like a wear strip or distinct cuff, you can be confident that 
your RiteChoice    duct will be exactly what you need to get the job done.
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CoolFlex™
Standard Ventilation Duct

Our CoolFlex™ Standard Duct is built with durable PVC laminated fabric, 
precision-welded to maximize airflow and minimize leakage. Light-weight, rugged 
and versatile, it performs in the harshest conditions, withstanding temperatures 
from -20° to 180°F. Each duct is reinforced with heavy-duty spiral wire and 
delivers dependable toughness while maintaining maximum flexibility.

Features 
•	 Flexible, light-weight, and versatile for a wide range of applications
•	 Low thermal conductivity with our UV stabilized fabric
•	 Handles harsh environments with mold and mildew resistant fabric

Markets & Applications 
•	 Air Conditioning and Spot Cooling
•	 Ambient Air Distribution
•	 Dehumidification
•	 Utility Blowers

•	 Construction and Restoration
•	 Disaster Relief and Emergency Response 
•	 Rental, Tent, and Structure
•	 Temporary Heating and Cooling

Specifications  
Fabric Type  Translucent Laminated PVC

Fabric Weight  10 oz. 
 14 oz. (Upon Request)

Temperature  -20° to 180° F

Length  25 ft.

Diameter  12 - 24 in.

Pitch  3 - 7 in.

Wire  Steel

Colors  10 oz: White
 14 oz: Yellow, Blue

Bond Construction  Welded (Sewn Upon Request)

Custom Finishes  Belt Cuff, Hoop Cuff, Pin-Lock Cuff, and
 Worm-Gear Cuff

Wear Strip (Optional)  White, Black, Blue, Yellow

 Custom lengths, diameters, and colors available upon request.

Steel
Wire

Custom
Cuff

Wear
Strip

Mold & Mildew 
Resistant

UV
Protection



CoolFlex™
Infrared Blockout Ventilation Duct

Our CoolFlex™ Blockout Duct is engineered with a light-blocking layer within 
a laminated PVC fabric, helping to maintain colder air temperatures by shielding 
airflow from external heat. Built to perform in demanding environments, it’s 
especially effective in warmer climates and can withstand temperatures ranging 
from -20°F to 180°F.

•	 Heavy-duty duct with Infrared Blockout Technology that adds an additional layer 
of 14 oz. blockout vinyl fabric 

•	 Durable in a wide range of applications including high-temperature climates
•	 Handles harsh environments with mold and mildew resistant fabric and Ultraviolet 

(UV) Blockout Technology

Features 

Markets & Applications 
•	 Air Conditioning and Spot Cooling
•	 Ambient Air Distribution
•	 Dehumidification
•	 Utility Blowers

•	 Construction and Restoration
•	 Disaster Relief and Emergency Response 
•	 Rental, Tent, and Structure
•	 Temporary Heating and Cooling
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Fabric Type  Blockout Laminated PVC

Fabric Weight  14 oz.

Temperature  -20° to 180° F

Length  25 ft.

Diameter  12 - 24 in.

Pitch  3 - 7 in.

Wire  Steel

Colors  White

Bond Construction  Welded (Sewn Upon Request)

Custom Finishes  Belt Cuff, Hoop Cuff, Pin-Lock Cuff, and
 Worm-Gear Cuff

Wear Strip (Optional)  White, Black, Blue, Yellow

Specifications  

 Custom lengths, diameters, and wear strip colors available upon request.
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CoolFlex™
Insulated Ventilation Duct

The CoolFlex™ Insulated Duct is engineered to maintain air temperature 
integrity, preventing thermal loss or gain. Its construction features a dual-layer 
laminated PVC fabric combined with reflective Anti-Sweat Insulation for effective 
thermal resistance. Designed for durability and flexibility, the duct operates 
reliably across a temperature range of -20°F to 180°F.

•	 Added layer of our Anti-Sweat Insulation Technology to reduce sweating and 
prevent thermal loss or gain

•	 Durable, flexible, and efficient for a wide range of applications
•	 Handles harsh environments with mold and mildew resistant fabric and 	

ultraviolet (UV) treatment

Features 

Markets & Applications 
•	 Air Conditioning and Spot Cooling
•	 Ambient Air Distribution
•	 Dehumidification
•	 Utility Blowers

•	 Construction and Restoration
•	 Disaster Relief and Emergency Response 
•	 Rental, Tent, and Structure
•	 Temporary Heating and Cooling
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Specifications  

 Custom lengths, diameters, and colors available upon request.

Fabric Type Double-Layered Translucent Laminated PVC  
with Anti-Sweat Insulation

Fabric Weight  2 Layers of 10 oz. + Insulation

Temperature  -20° to 180° F 

Length  25 ft.

Diameter  12 - 24 in.

Pitch  6 in.

Wire  Steel

Colors  White

Bond Construction  Welded (Sewn Upon Request)

Custom Finishes Belt Cuff, Hoop Cuff, Pin-Lock Cuff, and  
Worm-Gear Cuff

Wear Strip (Optional)  White, Black, Blue, Yellow
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DynaFlex™
Hi-Temp Ventilation Duct

•	 Excellent heat stability and resistance to extreme temperatures
•	 High strength sewn construction, suitable for many applications
•	 High durability to abrasion, corrosion, tearing, and mold or mildew resistant
•	 Flame Resistant in accordance with UL94VTM-O, California Fire Marshal, and NFPA701 Specifications

Features 

Markets & Applications 
•	 Air Conditioning and Spot Cooling
•	 Ambient Air Distribution
•	 Dehumidification
•	 Utility Blowers

•	 Construction and Restoration
•	 Disaster Relief and Emergency Response 
•	 Rental, Tent, and Structure
•	 Temporary Heating and Cooling

Our DynaFlex™ Hi-Temp Duct is built for extreme air temperatures. 
Available in silicone-coated fiberglass fabric or polywoven fabric, both duct 
options deliver exceptional thermal stability with efficient airflow, excellent 
durability, and resistance to external heat.
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Specifications  

 Custom lengths, diameters, and wear strip colors available upon request.

Fabric Type  Silicone-Coated Fiberglass  Polywoven

Fabric Weight  14 oz.  10 oz.

Temperature  Up to 550° F  Up to 350° F

Length  25 ft.  25 ft.

Diameter  12 - 24 in.  12 - 24 in.

Pitch  4 - 7 in.  4 - 7 in.

Wire  Steel  Steel

Colors  White, Black  Black

Bond Construction  Sewn  Sewn

Custom Finishes  Belt Cuff, Hoop Cuff, Pin-Lock Cuff, and
 Worm-Gear Cuff

 Belt Cuff, Hoop Cuff, Pin-Lock Cuff, and
 Worm-Gear Cuff

Wear Strip (Optional)  White, Black, Blue, Yellow  White, Black, Blue, Yellow
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LayFlat Ducting™
Ventilation Duct

LayFlat Ducting™ light-weight polyethylene ventilation tubing is flexible, tough, 
and resistant to splitting or tearing. Ideal for temporary use in projects like water 
restoration and building renovations, by transfering large volumes of forced air 
into confined spaces, it resists moisture and most chemicals, and collapses when 
airflow stops.

Markets & Applications 
•	 Air Conditioning and Spot Cooling
•	 Ambient Air Distribution
•	 Dehumidification
•	 Utility Blowers

•	 Construction, Paint/Drywall, and Restoration
•	 Disaster Relief and Emergency Response 
•	 Rental, Tent, and Structure
•	 Temporary Heating and Cooling

•	 Manufactured from durable, clear polyethylene material  
•	 Engineered for maximum elasticity, flexibility, toughness, and resistance to 

splitting and tearing
•	 Mold and mildew resistant, and water resistant
•	 Not designed for permanant installation

Features 
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Specifications  
Material Weight  4 mil.

Material Type  Low-Density Polyethylene

Temperature  Up to 150° F

Length  250 ft. Rolls

Diameter  14 or 20 in.

Color  Clear

Mold & Mildew 
Resistant



Custom Finishes

Machine End 
The Machine End is the most common type of end that allows for a variety of 
connections. It is a flexible fabric cuff that can be attached to another duct, splitter, 
panel, or cuff in a variety of ways. It consists of a double layer of fabric that 
extends past the end of the duct, allowing for the most flexibility in attachments.

Hoop Cuff 
Hoop Cuff is a sleek finished cuff that features a wire ring enclosed in fabric. This 
cuff is ideal for interlocking duct ends, by inserting the cuff into another section.

Belt Cuff 
The Belt Cuff includes a built-in buckle to ensure a snug fit with an easy release. 
This cuff style is fabricated using 1 inch polyester webbing with nickel-plated 
buckles.  Ditch the zip-ties for a built-in buckle. 

Pin-Lock Cuff 
The Pin-Lock Cuff provides an easy snap-in snap-out approach with pins that are 
fastened into a riveted metal collar on the end of the duct. The Pin-Lock Cuff is 
designed with a pin and slot locking system. Snap in, snap out.

Worm-Gear Cuff 
Worm-Gear Cuff consists of a stainless steel worm gear clamp enclosed in 
fabric. When the included screw is turned on the clamp, the metal band tightens 
around the duct. Our Worm-Gear Cuff includes an integrated clamp that allows an 
adjustable install onto a plenum, heater, or chiller for a stong and secure hold.
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End Cuffs for CoolFlex™ and DynaFlex™ 



ThermoShield® Steel Panel Kits  
Insulated Steel Panels, U-Channel Rails, and Astragals

Our ThermoShield   Steel Panel Kits deliver exceptional insulation and protection for 
portable and temporary structures. Each kit includes durable Structural Insulated Panels 
(SIPs) with polyurthane insulation and sealed joints for reliable resistance to water and  
wind in any environment. The system also features rugged aluminum U-Channel Side     
Rails and Bottom-Panel Rubber Astragals, creating a complete all-in-one solution. 

®

Markets & Applications 
•	 Disaster Relief and Emergency Response 
•	 Portable / Temporary Structures and Tent / Event Structures 

•	 Tongue and groove construction with tightly sealed interlocking section joints, ensures a 
secure fit. 

•	 Includes high-performance foamed-in-place polyurethane insulation that provides 
excellent thermal efficiency, with a U-Value of 0.0825* and R-Value of 12.12.** 

•	 Wind and water resistant for reliable performance in any environment.
•	 Works with our Steel Plenums to provide proficient air circulation.

Features 

*The U-Value is independently tested and verified according to ANSI/DASA 105 Standards, using solids doors and specified product dimensions.
**ThermoShield® ulitilizes a calculated door section R-Value for our insulated doors.
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U-Channel Rails  

 Independent parts available for purchase upon request.

Dimensions
 Length: 137 in. (3 m. 784.6 mm.)
 Inside Channel Width: 1.535 in. (39 mm.) 
 Channel Depth: 2.67 in. (68 mm.)

Material Aluminum, Anodized

Available for Middle and Corner Bays.

Scratch
Resistant

Water
Resistant

Strong &
Durable

UV
Protection

ThermoShield® Steel Panels 

Panel Dimensions

 Thickness: 1.375 in. (34.925 mm.) 
 Height(s): 18 in. (457.2 mm.) or
                 24 in. (609.6 mm.)
 Length: 190 in. (4 m. 826 mm.)

Material Type Outer Panel: Steel, Powder-Coated
Inner: High-Density CFC-Free Polyurethane Foam

Color White (Additional Colors Available Upon Request)

 Custom lengths available upon request.



Plenums
Single, Double, and Triple
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Steel Plenums  
Built to perform and built to last, our Steel Plenums ensure efficient supply and 
return air circulation while connecting effortlessly with flexible ducting and creating 
an air tight seal. Finished with a durable powder coating, they stand up to tough 
weather, sunlight, and everday wear - resisting chips, fading, and scratches.

Panel Style  Single, Double

Material Type  Steel, Powder-Coated

Hole Diameter  20 in.

Panel Color  White

•	 Designed to fit into most 24 inch tall door panels and/or hard walls 
•	 Steel construction and powder-coated for long-lasting durability
•	 Offered in single or double plenum openings

Features 

•	 Adjustable height - minimum 78 inch, with floor mounted support structure
•	 Mounts to any style industrial tent, including rope/pole, frame, and clear span
•	 Easy-to-install bracket secures to vinyl tent walls
•	 Steel construction and powder-coated for long-lasting durability
•	 Includes internal safety grates

Features 

Single and Double Plenums  

Dimensions  26.49 in. W x 78 in. H (Adjustable)

Material Type  Steel, Powder-Coated

Hole Diameter  20 in.

Panel Color  White

Connections  Input Duct, Output Duct

Triple Vertical Plenums  



Duct Accessories
Ceiling Panel Kit and Duct Splitter

RiteChoice Ducting ® | ritechoiceducting.com | sales@ritechoiceducting.com | (800) 612-7200 

Ceiling Panel Kit 
Our Ceiling Panel Kit includes one 8 foot CoolFlex™ Standard duct section with 
Belt Cuff ends and one Ceiling Panel. This kit is used to ensure a tight seal for your 
duct and is used for supply and return air circulation to the ceiling or side wall of 
your structure. 

Panel Dimensions  24 in. x 24 in.

Material Type  Plastic, with Grooved Edges

Hole Diameter  12, 14 , 16, or 20 in.

Panel Color  White

Included Duct  8 ft. CoolFlex™ Standard

Duct Splitter
The Duct Splitter is made of flexible fabric and effortlessly connects three flexible 
duct sections together, with Hoop Cuff, to ensure a tight seal and efficient air 
ventilation flow. Customization upon request.

Fabric Type  Translucent Laminated PVC

Material Type  10 oz. (Custom Upon Request)

Diameters  12 - 20 in.

•	 Durable, flexible construction for easy installation and removal 
•	 Reusable and easy to clean for repeated use
•	 Includes 8 foot CoolFlex™ Standard duct section with Belt Cuff ends 

Features 

•	 Effectively distributes air down two different paths by connecting three flexible 
ducts together with an airtight seal 

•	 Compact storage and transport 

Features 
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RiteChoice    Ducting is a leading U.S. manufacturer of flexible ducting and 
climate control solutions for temporary and semi-permanent structures. 

Tent / Structure: 
 Climate control for temporary and semi-permanent event structures

Temporary Heat / Cool: 
 Flexible ducting for efficient, safe, and reliable heating, and cooling distribution

Construction / Restoration: 
 Vacuum, heating, cooling, dehumidifying solutions to help reduce contamination, 
 simplify cleanup, and ensure effective ventilation

Disaster Relief / Emergency Response: 
 Rapid-Response environmental control for emergency housing and facilities

Dog Agility Training: 
 Durable dog agility tunnels for training and competition courses

Building Connections. Lasting Results.

Industries Served

(800) 612-7200 | (262) 297-8900
7265 South 1st St, Oak Creek, WI 53154

sales@ritechoiceducting.com | RiteChoiceDucting.com

Get Started Today!

Need keder, vinyl fabric or other accessories? 
Contact our sister company, Keder Solutions, at kedersolutions.com

®  


